4. Rider Apparel
4.1. Watercraft Equipment Apparel Inspection

4.1.1. The Race Director and/or the Technical Inspector has the authority to disqualify
any apparel that does not conform to the rules and may inspect any part of the apparel entered
in an AJSA-sanctioned event.

4.2. Ride Apparel

4.2.1. All riders must have a serviceable USCG approved personal flotation device with
accompanying certification.

4.2.2. All Ski riders must have approved back protectors while on the racecourse. A rider
will be prohibited from entering the course if an approved back protector is not on and securely
attached. It is recommended that a back protector be worn by all competitors, not just ski
competitors.

4.2.3. It is recommended that riders use the available protective equipment (i.e., gloves,
back protector, neck brace, and knee braces) to help protect against the possibility of injury.

4.2.4. All riders must utilize a shatterproof face shield or shatterproof goggles.

4.2.5. Wearing of helmets: It is mandatory for all participants taking part in practice and
competition to wear a full-face protective helmet.

4.2.6. All helmets must be intact, and no modification may be made to their construction
that alters the helmet from the condition it was tested and approved. The helmet is made to
provide protection and is not a platform to attach foreign objects. For example, cameras or other
accessories are NOT permitted to be attached to the rider's helmet. (GoPro type cameras are
allowed as long as they are not mounted in a manner that affects any of the functions of the
helmets original design.)

4.2.7. The helmet must have a chin strap type ‘retention system’.
4.2.8. The helmet must be of proper fit, in good condition, and properly fastened.

4.2.9. The helmet must conform to current DOT/Snell standards and have a label affixed
certifying its approval. *All safety equipment including apparel must be present and approved at
safety inspection, (before any watercraft enters the water).



